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Physical Specification 

 

Model Size 
External Size 

(mm) 

Active Area 

(mm) 

Write Area 

(mm) 

Aspect 

Ratio 

NW. 

(KG) 

GW. 

(KG) 

Packing Size 

(cm) 

ST-9500Q-85 85” 
1745x1255x32 

(84.6") 

1695*1205 

(81.9") 

1605x1205 

(79.1") 
4:3 17.8 24.8 185x132x7.5 

ST-9500Q-89 89” 
1995x1095x32 

(89.6") 

1945x1045 

(86.9") 

1855x1045 

(83.8") 
16:9 18.6 23.7 210x116x7.5 

ST-9500Q-94 94” 
2085x1145x32 

(93.6") 

2035x1095 

(90.98") 

1945x1095 

(87.9") 
16:9 19.9 25.4 218x120x7.5 

ST-9500Q-98 98” 
2185x1200x32  

(98.1") 

2135x1150 

(95.5") 

2045x1150 

(92.4") 
16:9 21.3 27.8 228x126x7.5 

ST-9500Q-102 102” 
2280x1255x32 

(102.6") 

2230x1205 

(99.8") 

2140x1205 

(96.7) 
16:9 23.2 29.5 238x132x7.5 
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Technical Specification 

Touch Spec   

Touch Technology  Digital Vision Induction Touch 

Touch Points  4~10 points 

Touch Resolution  32768 x 32768 

Precision  0.05mm 

Tracking Speed  12 m/s (without delay) 

Input Method  Finger, Stylus or any other non-transparent objects 

or opaque  

object 

Hotkeys  18 Hotkeys on both sides 

Calibration  4 or 20 points 

or opaque  

object 

Interface  USB 2.0/3.0 

Driver  Driver Free, Plug and Play 

Software  Thinkview Edukit V5.0 / Thinkview Kids Edukit V3.3 

Support OS.   Windows XP/VISTA (Single Touch), Window 7/8/10 (Ten Touch),Linux, Mac 

Mechanical    

Middle Board Material  Erasable Nanometer High Polymer Surface + Aluminum Honeycomb  

Projection Effect  
Excellent With Low Glare 

Viewable Angle   Left & Right: 170° / On & Under: 160° 

Environmental   

Working Temperature  -15℃~+55℃ 

Working Humidity  20-90% 

Storage Temperature 
 -40℃~+70℃ 

Storage Humidity 
 10-90% 

Electrical   

Power Supply 
 

DC 5V via PC USB Port 

Input Voltage 
 DC 4.6V ~ DC 5V 

 

Working Current  
 ≤110mA 

Power Consuming 
 ≤2W 

Accessories    

Stylus Markers 
 Black/Green/Red 

Wall Mount Brackets  
 1 set (Including Screws) 

Software CD 
 1pcs 

USB Cable 
 5m 

Mobile Floor Stand  
 

 

Optional  

 
Certificate  CE, FCC, ROHS 

 
  

Warranty  3 Year Limited 
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